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1. General

1.1 Content

This document contains information about the releases of the software version of WinEDC and the sup-
ported devices, respectively.

The version information is structured into ,Innovations and improvements” and in “Bugfixes”. Within
these topics there is differentiated between Framework, i.e. general changes, and device specific
changes. In front of the single points in brackets the section in the WIinEDC is written, to make it easier
to assign each point to the respective function in the WIinEDC. E.g. “Panel” stands for the following tab:
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2.

Change information

2.1 Version 1.6.2.0

Innovation and Improvements

Bugfixes

Framework:
o (General) Checked compatibility with Windows 11
o (EOR-D) (EOR-DM) (REG-DP) Background program is downloaded from the de-
vice with the parameter set and can now be displayed and edited in WinEDC.
o (General) Support of high-resolution monitors (High-DPI Awareness)
o (General) Device selection window revised and unified
o (Logbook) New Log entries added
o (General) Title without ,.+ EOR”

EOR-D (Firmware V1.4.40):

o

(EOR-D) Optimised behaviour in case of incorrect entries in station config

REG-DP(A) (Firmware V2.9.02):

o (Panel) Hand/Auto LED in Panel: Red/green-mapping manual selection added
o (Service) Service-page/Current Injection revised
Framework:
o (General) Behaviour if COM-list is empty: Device functions hidden
o (Panel) Optimised behaviour in case of communication failure
o (Terminal) (Logbook) Context menu ,,Zoom 100%“ in terminal and logbook

EOR-D (Firmware V1.4.40):

O
)
O

o

(Service) Display qui localisation report fixed
(Allgemein) 16 2/3 Hz-parameter adapted
(Allgemein) "RailScale"-factor adapted and switch ability added

(Service) Revised Messages override

REG-DP(A) (Firmware V2.9.02):

o

o

(REG-DP) Loop at ,,print comparison” fixed
(Panel) Improved scaling for REG-DPA
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