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Version 8.1.1.1 (64bit) ς 17.12.2025 (Bugfixversion)

Firmware PQ-Box ONE:
- Boot Vers. 0.001
- DSP Vers.   4.412
- MCU Vers. 4.615

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.412
- MCU Vers. 4.615

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.412
- MCU Vers. 4.615

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.412
- MCU Vers. 4.615
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.412
- MCU Vers. 4.615
- HF Vers.     0.046

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:
- Clipboard corrected with direction of harmonics online.

- PQ-Box ONE ripple control recorder can be activated via the surface.

- Data converter with PQ-Box ONE measurement data improved.

- FFT AUX channel offline for U&I sizes added again.

- Number of measurement intervals displayed corrected depending on flagging settings.

- Login and logout after firmware update with multiple connections improved.

Feature:
- PQ-Box ONE operating manual added in French and Italian.

PQ-Boxen:
- Ripple control recorder for PQ-Box ONE active by default from MCU 4.615 onwards.

- {ǇŀƴƛǎƘ ŘƛǎǇƭŀȅ ǘǊŀƴǎƭŀǘƛƻƴ ΨǎǇƭƛǘ-ǇƘŀǎŜΩ ŀŘƧǳǎǘŜŘΦ

- Selection of network type corrected via display control.
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Features & Bugfixes WinPQ Mobil v8.1.1.1 
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Version 8.1.0.1 (64bit) ς 13.11.2025

Firmware PQ-Box ONE:
- Boot Vers. 0.001
- DSP Vers.   4.411
- MCU Vers. 4.614

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.411
- MCU Vers. 4.614

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.411
- MCU Vers. 4.614

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.411
- MCU Vers. 4.614
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.411
- MCU Vers. 4.614
- HF Vers.     0.046

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Features:

- Fully supports our newest product, the PQ-Box ONE 
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Features WinPQ Mobil v8.1.0.1



WinPQ Mobil

Features:

- Report template for New Zealand added.
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Features WinPQ Mobil v8.1.0.1
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Version 8.0.2.1 (64bit) ς 07.10.2025

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.411
- MCU Vers. 4.614

Enthaltene Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.411
- MCU Vers. 4.614

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.411
- MCU Vers. 4.614
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.411
- MCU Vers. 4.614
- HF Vers.     0.046

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:
- FFT scaling problem with oscilloscope plots fixed.

- 0.5% quantile evaluation in statistics improved.

- Improved detection of TCP/IP connections and disconnections.

- Print version of offline parameterization optimized for older PQ-Box 300 measurements.

- Voltage tolerance band evaluation combined with flagging concept.

- LƳǇǊƻǾŜŘ ƻƴƭƛƴŜ ŦǳƴŎǘƛƻƴ ά[ŜǾŜƭ-ǘƛƳŜ ŘƛŀƎǊŀƳέ ŦƻǊ ǎǘǊŜŀƳƛƴƎ v ǾŀƭǳŜǎΦ

- Update via bootloader possible again.

- Online oscilloscope continues stream when sampling points change.

- Minor changes made to the D-A-CH-CZ template.
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Features & Bugfixes WinPQ Mobil v8.0.2.1 



PQ-Box

Bugfix:
- Adjustment of the ripple control recorder. This no longer affects the other recorders if the parameterization deviates from 

the standard.

- Triggering of the ripple control recorder is prevented if the ripple control frequency is invalid (<100Hz).

- Communication between PQ-Box and software regarding level-time online function improved.
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Features & Bugfixes WinPQ Mobil v8.0.2.1 
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Version 8.0.1.1 (64bit) ς 30.07.2025

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.410
- MCU Vers. 4.612

Enthaltene Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.410
- MCU Vers. 4.612

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.410
- MCU Vers. 4.612
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.410
- MCU Vers. 4.612
- HF Vers.     0.046

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:
- Fixed incorrect decimal point placement in vertical marker for measured quantities >1000.

- Minor corrections in the data converter regarding the combining of measurement data. 

- FFT evaluation of oscillographs <200ms corrected.

- Quantity of flagged values corrected.

- Minor corrections made to the handling via mouse and keyboard.

PQ-Boxen

Bugfix:
- PQ-Box 300 HF data 20-150kHz are recorded again in single-phase configuration (4.611).
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Features & Bugfixes WinPQ Mobil v8.0.1.1 
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Version 8.0.0.1 (64bit) ς 08.07.2025

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.410
- MCU Vers. 4.610

Enthaltene Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.410
- MCU Vers. 4.610

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.410
- MCU Vers. 4.610
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.410
- MCU Vers. 4.610
- HF Vers.     0.046

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .
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Important info WinPQ Mobile

In version 8, the PQ-Box 100 is no longer 

supported by WinPQ mobil. However, 

measurement data already transferred from 

the PQ-Box 100 can still be opened and 

edited with the software. In order to continue 

to enable interaction between WinPQ mobil

and the PQ-Box 100, WinPQ mobil Legacy 

can also be installed parallel to version 8. 

This represents the final version for 

operating the PQ-Box 100 and is available 

for download on the A. Eberle website. 

WinPQ mobil (64Bit)WinPQ mobil legacy (64Bit)



WinPQ Mobil

Feature:
- The PQ report clearly shows with fulfilled or not fulfilled symbols whether all limit values of the selected standard are met.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- A vertical marker was introduced to record all measured values in a plot at a specific time stamp.

 

17.12.2025 Release Notes WinPQ Mobil 15

Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- A vector diagram can be displayed from oscilloscopic recordings. This can be shifted by the time range of the disturbance 

shift.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- WinPQmobile displays the memory requirement of a parameterization directly. When setting the measurement interval, 

you can already see the expected data size generated depending on the PQ box used.

- Measurement data can be converted directly into a ZIP format via the measurement data management, for faster sharing 
among WinPQmobile users.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- Using the data converter, it is now possible to cut out a section of a measurement and save it as a separate measurement 

file. Example: From a 14-day measurement with 500 MB data size, only the interesting time range of 5 days (200 MB) is to be 
archived.

- GPS coordinates of the measurement location can be archived in the measurement data file via the address field (internet 
connection required).
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- PQ-Box 50 measurement data 2-9kHz U&I + Ipeaksampling point with Expert version available.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- Trigger thresholds for the transient recorder of the PQ-Box 300 can now be set separately from the envelope trigger of the 

oscilloscope recordings (from firmware MCU 4.6xx).

- All topics relating to support are now in a separate category.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- Unipedestatistics can be switched from ITIC to SEMI F47 limit values.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- The user interface for firmware updates and license upgrades has been modernized and simplified.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Feature:
- View of measurement intervals (valid/total) and consideration of flagged values in the Information tab adjusted.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ Mobil

Bugfix:
- Fixed display and scaling errors with high DPI settings. An adjustment via Windows setting is no longer necessary.

- Default comments for the report header are set via the wizard depending on the language set.

- Stepped representation of plots fixed.

- Minor cosmetic adjustments made.
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



PQ-Boxen

Feature
PQ-Box 300:

- Transient card can be parameterised.

PQ-Box 50:

- 2-9kHz measurement data available with Expert licence.

Bugfix
PQ-Box 300:

- Fixed synchronisationerror between Osciand transient recorder when sending a crosstriggertowards the transient card.

PQ-Box Allgemein:

- Improved password entry. With longer passwords (>13 characters) the password was not saved correctly on the PQ box.   
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Features & Bugfixes WinPQ Mobil v8.0.0.1 



WinPQ mobil
- External monitors with a high DPI resolution and set font magnification sometimes don't display the WinPQmobile graphics 

correctly. The following settings solve this problem. The effect comes from the development environment and was recently 
fixed by QT. This status will be integrated from WinPQmobil V7.2.x.x onwards. Until then, please use the following 
workaround via the Windows functions if affected:
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Important information WinPQ mobil

1. Right-click on the WinPQ mobile icon and call up properties
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Important information WinPQ mobil

2. Under Compatibility, click on the "Change high DPI setting" button
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Important information WinPQ mobil 

3. Activate the "Behaviour with high DPI scaling..." checkbox and set the 

selection option to "System".



17.12.2025 Release Notes  WinPQ Mobil 29

Version 7.1.3.1 (64bit) ς 23.01.2025 (Bugfixversion)

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.321
- MCU Vers. 4.522

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.321
- MCU Vers. 4.522

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.321
- MCU Vers. 4.522
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.321
- MCU Vers. 4.522
- HF Vers.     0.044

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons . 

From WinPQ mobil V7 onwards, 32 -BIT versioning is not possible on request due to the update of the 

development environment.



WinPQ Mobil

Bugfix:
- Subsequent time range adjustment generally improved.

- Fixed representation errors with special characters and capital letters.

PQ-Boxen

Bugfix:
- Runtime optimization of all recorders implemented. (DSP V4.321)
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Features & Bugfixes WinPQ Mobil v7.1.3.1 
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Version 7.1.2.1 (64bit) ς 19.12.2024 (Bugfixversion)

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.320
- MCU Vers. 4.522

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.320
- MCU Vers. 4.522

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.320
- MCU Vers. 4.522
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.320
- MCU Vers. 4.522
- HF Vers.     0.044

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons . 

From WinPQ mobil V7 onwards, 32 -BIT versioning is not possible on request due to the update of the 

development environment.



WinPQ Mobil

Bugfix:
- Corrected visualisationerror in the online data (harmonics and interharmonics) after update.

- 2-9kHz online data can be visualisedagain in the level-time diagram with PQ-Box 200.

- Fixed sporadic disappearance of the data converter button.

- Compatibility check via parameterisationintroduced. The effect with black screen PQ box (parameterisationwithout 
previously updated firmware update <= MCU 4.407) no longer occurs.

- Improved subsequent time range adjustment for 3-wire measurements.

- Jumps in energy data during intermediate readings improved.

- NequalExport Uh1 Percentage value corrected.
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Features & Bugfixes WinPQ Mobil v7.1.2.1 



PQ-Boxen

Bugfix:
- Complete deletion of the memory via WinPQmobile with activated NTP protocol possible again.

PQ-Box 300:
- Calculation time error HF on channel 3 (U31) corrected if the network type is set to 3-wire.
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Features & Bugfixes WinPQ Mobil v7.1.2.1 
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Version 7.1.1.3 (64bit) ς 01.10.2024 (Bugfix-Special version)

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.320
- MCU Vers. 4.521

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.320
- MCU Vers. 4.521

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.320
- MCU Vers. 4.521
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.320
- MCU Vers. 4.521
- HF Vers.     0.040

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons . 

From WinPQ mobil V7 onwards, 32 -BIT versioning is not possible on request due to the update of the 

development environment.



WinPQ Mobil

Feature:
- Connection establishment of the PQ boxes can be password-protected. This can be set via the measuring device 

configuration --> Network settings.

- New report templates IEC61000-2-4 (2024) available.

Bugfix:
- Corrected the generation of unplausible ripple control recorders after time range restriction.

- Bar chart for VDE-AR-N 4110 evaluations adapted.

- Corrected incorrect notification of the basic setting for the network parameters for the PQ-Box 50. 

- Bar graph evaluation in the standard report for supraharmonics9..150kHz corrected.

- Visualisation of special characters in the comments adjusted.

- Fixed layout start problem from previous versions.

- Missing online data 9..20kHz current available again.

- Measured value I eff max (200ms) available again.
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Features & Bugfixes WinPQ Mobil v7.1.1.3 



PQ-Boxes

Feature:
- Change to the calculation method for extreme power values. Minimum and maximum values for active, reactive and 

apparent power are calculated using a 200ms window instead of the previous 1s window.

Bugfix:
- Incorrect calculation of displacement reactive power and distortion reactive power in DSP V4.318 corrected.

 

17.12.2025 Release Notes WinPQ Mobil 36

Features & Bugfixes WinPQ Mobil v7.1.1.3 



17.12.2025 Release Notes  WinPQ Mobil 37

Version 7.1.0.3 (64bit) ς 30.07.2024

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.318
- MCU Vers. 4.520

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.318
- MCU Vers. 4.520

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.318
- MCU Vers. 4.520
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.318
- MCU Vers. 4.520
- HF Vers.     0.040

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons . 

From WinPQ mobil V7 onwards, 32 -BIT versioning is not possible on request due to the update of the 

development environment.



WinPQ Mobil

Feature:
- Extension of the 3-D views. Now also available for visualisingmeasurements of all PQ boxes, e.g. 3-D view of U-harmonics.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- Diagram for reactive power evaluation Q(P) / cos phi(p) / Q(U) added.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- Network settings included in the parameterisation. *If the network settings are changed via the parameterisation, the PQ-

Box automatically performs a restart (from MCU 4.520)
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- The level-time diagram is displayed in a better layout.

- Vector diagram can be switched to L-N and L-L values.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- Voltage transformer factor in transient records are adopted.

- Details of connected power accessories (mini current clamp / Rogowski) can be seen in the information.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- PQ limit values Interruption + hysteresis can be set via the parameterisationsurface.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- Permalink video instructions added under Help (internet connection required).
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- The selected time range of the measurement via zoom is displayed under the measurement data overview.

 

17.12.2025 Release Notes WinPQ Mobil 45

Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Feature:
- Software and display language Korean added.

- Loading time accelerated when opening the measurement data. 

- The type of time synchronisationis displayed online and offline.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



WinPQ Mobil

Bugfixes:
- Incorrect representation of the Chinese character sets has been corrected.

- Corrected display (rounding error) for time axes at sampling level.

- Improved checking of activated and deactivated connections when several PQ boxes are connected simultaneously via USB.

- Auto update possible again from > V7.0.2.1 
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



Features:

PQ-Box 50 / 150 / 200 / 300
- Online oscilloscope can be synchronisedto L-N or L-L voltage variables.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



Features:

PQ-Box 50 / 150 / 200 / 300
- The name of the measurement identification appears on the display, in the case of the PQ-Box 50 on the APP.

- Time synchronisation via NTP possible.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



Features:

PQ-Box 50 / 150 / 200 / 300
- Wifi operating modes can be switched to hotspot or client.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



Features:

PQ-Box 200 
- Extension of the measurement data SupraharmonicU&I 9..20kHz in 200Hz frequency bands. Also available online.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



Features:

PQ-Box 300
- Calculation method and recording of the supraharmonics9..150kHz converted from 2kHz bands to 200Hz bands, according 

to IEC 61000-4-30 Edition 4, also available online.

- Calculation method and recording of the supraharmonic9..150kHz depending on the network form L-N or L-L, according to 
the same philosophy as harmonics, 2-9kHz, 9-20kHz.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 



Bugfixes:

PQ-Boxen
- Invalid flicker values from incomplete 10min interval are suppressed-.

- Spaces are permitted in the configuration texts, e.g. in the measurement identification.
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Features & Bugfixes WinPQ Mobil v7.1.0.3 
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Version 7.0.2.1 (64bit) ς 04.04.2024

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.236
- MCU Vers. 4.409

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.236
- MCU Vers. 4.409

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.236
- MCU Vers. 4.409
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.236
- MCU Vers. 4.409
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons . 

From WinPQ mobil V7 onwards, 32 -BIT versioning is not possible on request due to the update of the 

development environment.



WinPQ Mobil

Bugfixes:
- Problems with programmestart which occurred in individual cases fixed.

- Transient recorders are displayed again if the trigger reason was triggered by manual or interval trigger.

- PQ-Box display templates are no longer deleted by sending the basic settings.

- Date display in CSV export restored.

- No hiding of frequency values in the 200ms data class + Ieff (max) 200ms in the Nsecdata class.

- Correction of ripple control data implemented via data converter.

- Level-time diagrams with unit [°] corrected.

- Missing marker information added to the clipboard again.

- Incorrect indication of PQ-Box 100 serial number fixed.

- Fixed incorrect EN headings for specific network types.

- Corrected fixed view of online tabs when switching.

- Table view of max values U&I harmonics possible again.

- Various visual details adjusted.

- Preventing time synchronisationwhen the box is connected to a time source. 
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Bugfixes WinPQ Mobil v7.0.2.1 



PQ-Box

Bugfixes:
- Calculation of the collective reactive power in the single-phase configuration adjusted.
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Bugfixes WinPQ Mobil v7.0.2.1 
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Version 7.0.0.1 (64bit) ς 30.11.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.235
- MCU Vers. 4.407

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.235
- MCU Vers. 4.407

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.235
- MCU Vers. 4.407
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.235
- MCU Vers. 4.407
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons . 

From WinPQ mobil V7 onwards, 32 -BIT versioning is not possible on request due to the update of the 

development environment.



WinPQ Mobil

Feature:
-  PQ-Box 300 Measurement data can be visualisedvia 3D view.

- Colourscale of the HF heat map can be adjusted.

- Automatic update of WinPQmobile implemented (Internet connection required).
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
-  FFT visualisationof the oscilloscope recordings in 200ms window, individual range, or can be evaluated over the entire time 

period :
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
- Cross-references for fault records. If, for example, an Oscirecorder has a fault record and another record with an identical 

trigger reason at the same time, you can switch to this directly using the button.
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
-  Comment entries revised. You get a preview of the headers when editing the comments :
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:

- Marker, zoom and move button no longer exist. There is no need to change the modes. The user's intention is automatically 
recognised.

- Offline parameterisationof all PQ-Box types possible. No PQ-Box needs to be actively connected to be able to set a type-
specific parameterisation:
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
-  Level-time diagrams can also be displayed in landscape format in the print view.
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
-  Printing the measuring device configuration has been revised :
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
- Various profiles implemented for preselection of measured variables. Individual profiles can also be added.
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
-  List of all recorders as CSV export possible :
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
-  New network types "Open delta", "Delta grounded", "DC 2 wire" added. From MCU Vers. 4.407:
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Feature:
- The location of the measurement can be transferred via the parameterisation. These parameters can be read from the 

measurement file at a later time. The evaluation PC requires a GPS or Internet connection to transfer the GPS coordinates. 
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



WinPQ Mobil

Bugfixes:
- PQ-Box 300 HF recording of the recorder was stopped when the HF spectrum was called up via the online function. At this 

point, the software changed the HF parameters of the PQ-Box. This effect has been fixed from V7.0.0.1 onwards.

- CSV export timestamp overflow in the oscilloscope recorders fixed.

- Software crashes at various points (e.g. selection of standard template) fixed.

- PrintoutHeatmap-viewon page 2 corrected.

- Fixed the assignment of measured variables in the online level-time diagram.
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Features & Bugfixes WinPQ Mobil v7.0.0.1 



PQ-Boxes

Features:
- New network types "Open delta", "Delta grounded", "DC 2 wire" added. 

- Wifi communication stability improved.

Bugfixes:

- Minor adjustments to the Qtotal calculation method.

- Accumulation adjusted for 2h measurement data (flicker).

- Measurement data transmission via Wifi corrected.

 

17.12.2025 Release Notes WinPQ Mobil 70

Features & Bugfixes WinPQ Mobil v7.0.0.1 
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Version 6.3.2.2 (64bit) ς 08.09.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.214
- MCU Vers. 4.341

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.214
- MCU Vers. 4.341

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.214
- MCU Vers. 4.341
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.214
- MCU Vers. 4.341
- HF Vers.     0.029

Important  note : 

After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:
- Spanish terms changed.

- Connection diagram four-wire system corrected.

PQ-Box

Bugfix:
- PQ-Box 150; initial start value on channel L2 corrected.

- PQ-Box 300; missing HF module added back in firmware file.

 

17.12.2025 Release Notes WinPQ Mobil 72

Bugfixes WinPQ Mobil v6.3.2.2
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Version 6.3.2.1 (64bit) ς 20.07.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.212
- MCU Vers. 4.341

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.212
- MCU Vers. 4.341

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.212
- MCU Vers. 4.341
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.212
- MCU Vers. 4.341
- HF Vers.     0.029

Important  note : 

After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:
- Access problem to measurement data via network drives solved.

- Displacement of the measurement data overview and allocation corrected.

- Visualisationof the measurement data superharmonicsin three-wire mode via bar click enabled again.

- Program error ASCII data export fixed, if the measurement was previously opened via ICON double click.
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Bugfixes WinPQ Mobil v6.3.2.1



PQ-Boxen

Feature:
- PQ-Box 150/200/300 -> Duration of backlighting during continuous battery operation extended to 5 minutes.
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Features & Bugfixes WinPQ Mobil v6.3.2.1
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Version 6.3.1.1 (64bit) ς 19.06.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.212
- MCU Vers. 4.340

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.212
- MCU Vers. 4.340

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.212
- MCU Vers. 4.340
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.212
- MCU Vers. 4.340
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Feature:
- Interactive determination of the evaluation period during an open measurement.

- Implementation of "Top-Down" procedure completed. By clicking on the evaluation bar on the report main page, the level-
time diagram of the measured variable can be displayed directly, up to the TRMS or oscilloscope record.
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Features & Bugfixes WinPQ Mobil v6.3.1.1 



WinPQ Mobil

Feature:
- Time synchronization of the PQ boxes occurs every time a connection is established via USB, TCP/IP and Wifi. The function 

can be disabled under the general settings.

- Evaluation of the PQ events separately, according to IEC61000-4-30 (dips, swells, rapid voltage changes and interruptions 
occurring simultaneously) and depending on the set standard (statistical events).

- Time synchronisationstatus" display available online.

- New online views "Harmonics (angle and power)" implemented. The quadrant view and vector view, related to the reference 
phasor, were added to the tabular representation.
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Features & Bugfixes WinPQ Mobil v6.3.1.1 



WinPQ Mobil

Bugfix:
- Fixed CSV error when the function "Fill in gaps" is set.

- NETCODE Hatching error evaluation bar fixed.

- MAX Hold function in the online FFT improved. 
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Features & Bugfixes WinPQ Mobil v6.3.1.1 



PQ-Boxen

Features:
- Measured values of the frequency are again recorded at interval level (average, min, max), in addition to the 10s average 

values.

- PQ-Box 150, 200, 300 record, in addition to the max. current value at half-period level, also the max. value of the sampling 
point.
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Features & Bugfixes WinPQ Mobil v6.3.1.1 



PQ-Boxen

Bugfix:
- Extreme values (active power) Index error adjusted.

- Reboot of PQ-Boxes when deleting larger files is prevented. This prevents incomplete measurement data on the PQ-Box.
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Features & Bugfixes WinPQ Mobil v6.3.1.1 
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Version 6.2.6.7 (64bit) ς 18.04.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.209
- MCU Vers. 4.336

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.212
- DSP Vers.   4.209
- MCU Vers. 4.336

Firmware PQ-Box 200:
- Boot Vers. 0.212
- DSP Vers.   4.209
- MCU Vers. 4.336
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.212
- DSP Vers.   4.209
- MCU Vers. 4.336
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



PQ-Boxes

Bugfix (PQ-Box 150, 200, 300):
- New bootloader V0.212, in order to continue to be able to carry out updates in bootloader mode. 
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Features & Bugfixes WinPQ Mobil v6.2.6.7 
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Version 6.2.6.5 (64bit) ς 14.04.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.209
- MCU Vers. 4.336

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.211
- DSP Vers.   4.209
- MCU Vers. 4.336

Firmware PQ-Box 200:
- Boot Vers. 0.211
- DSP Vers.   4.209
- MCU Vers. 4.336
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.211
- DSP Vers.   4.209
- MCU Vers. 4.336
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Feature:
- Report templates for marine applications added.

PQ-Boxes

Bugfix (PQ-Box 150, 200, 300):
- With the implementation of the drag pointer function, there were menu page problems in the languages Chinese, Russian 

and Turkish.

Fixed with MCU V4.336
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Features & Bugfixes WinPQ Mobil v6.2.6.5 
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Version 6.2.6.3 (64bit) ς 16.03.2023

Firmware PQ-Box 50:
- Boot Vers. 0.010
- DSP Vers.   4.209
- MCU Vers. 4.335

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.211
- DSP Vers.   4.209
- MCU Vers. 4.335

Firmware PQ-Box 200:
- Boot Vers. 0.211
- DSP Vers.   4.209
- MCU Vers. 4.335
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.211
- DSP Vers.   4.209
- MCU Vers. 4.335
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix :
- Fixed software crash in online level-time diagram via right-click function.

- Measured value assignment in the online level-time diagram of the harmonics corrected.

- Axis assignment AUX channel depending on unit corrected.

- Setting range for short-circuit power and connected power in D-A-CH-CZ, VDE-AR-4100 and VDE-AR-4110 extended to seven 
digits.

- Accessories catalogue updated.

WinPQ Mobil

Feature:

- Drag pointer function (Imax, Umin, Umax) implemented on display page 2 for PQ-Box 150, 200, 300.

Bugfix :

- Memory optimisationPQ-Box 50 improved.
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Features & Bugfixes WinPQ Mobil v6.2.6.3 



17.12.2025 Release Notes  WinPQ Mobil 88

Version 6.2.5.1 (64bit) ς 21.12.2022

Firmware PQ-Box 50:
- Boot Vers. 0.009
- DSP Vers.   4.203
- MCU Vers. 4.331

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.211
- DSP Vers.   4.203
- MCU Vers. 4.331

Firmware PQ-Box 200:
- Boot Vers. 0.211
- DSP Vers.   4.203
- MCU Vers. 4.331
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.211
- DSP Vers.   4.203
- MCU Vers. 4.331
- HF Vers.     0.029

Important  note : 
After installing WinPQ mobile, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Features :
* The listed functions are mainly only possible in association with a firmware update. More details about the new features can be found in the latest operating instructions. 

- Compatible for Win11 operating systems. 

- AUX input extension for PQ-Box 200 & 300 (full channel)

 Simpler configuration of the connected accessories through selection list:

  

   

 Min-Max measured values from the AUX are also recorded.

 Trigger in oscilloscope & TRMS recorder possible. Unit, scaling factor and offset are dynamically converted by the 
software. 

 Online oscilloscope, FFT and level-time history extended by AUX channel.
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Features & Bugfixes WinPQ Mobil v6.2.5.1 



WinPQ Mobil

- Up to six parameter templates can be sent to the PQ-Box via the measuring device configuration. These can be activated 
directly via the display menu of the PQ-Box or APP without the WinPQmobile software.

 

 

- Added 16.7Hz mains form for railway applications.

- Recording of the phase angle phi in the ripple control recorder.

- Added maximum values ripple control level - current in the measurement data.

- Status change from the binary input PQ-Box 200 & 300 in the measurement data, as well as available in the online overview.

- New design of the pointer diagram in the online data.

- Limit value display in the online FFT can be activated via right-click function.
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Features & Bugfixes WinPQ Mobil v6.2.5.1 



WinPQ Mobil

- Individual visualisationof the online level-time diagram. Extension of the maximum measured variable selection with a time 
window of up to one hour.
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Features & Bugfixes WinPQ Mobil v6.2.5.1 



PQ-Boxes
Features:

- AUX measured variables via the display (PQ-Box 200 & 300) are shown depending on the connected accessories (unit, 
scaling factor and offset included).

- Status of binary input (PQ-Box 200 & 300) can be read via the display.

- TCP/IP speed for remote readouts such as Tosiboxapplications accelerated.

- Display voltage U NE added to the display of the PQ 150, 200, 300.

Bugfixes:

WinPQ mobil

- VDE 4110 Auswertefehler behoben

PQ-Boxes

- Problems with 0Hz jumps (10s data class) fixed under certain constellations.
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Features & Bugfixes WinPQ Mobil v6.2.5.1 
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Version 6.1.4.1 (64bit) ς 28.09.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.074
- MCU Vers. 4.225

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.225

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.225
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.225
- HF Vers.     0.025

Important  note : 
After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:

- Frequency and voltage changes are again taken into account in the statistics preparation in 
flagging mode.

- Quantity of PQ events on the last page of the EN report corrected. 
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Features & Bugfixes WinPQ Mobil v6.1.4.1 
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Version 6.1.3.1 (64bit) ς 19.09.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.074
- MCU Vers. 4.225

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.225

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.225
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.225
- HF Vers.     0.025

Important  note : 
After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:

- Editabilityof the offline configuration restored.

- PQ templates updated for Peru.

PQ-Box 50

Bugfix:

- Memory management optimisedfor new NAND flash memory. 
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Features & Bugfixes WinPQ Mobil v6.1.3.1 
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Version 6.1.2.1 (64bit) ς 05.07.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- HF Vers.     0.025

Wichtiger Hinweis: 
After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:

- Rounding error LN-LL sizes regarding D-A-CH-CZ evaluation corrected.

- Calculation D-A-CH-CZ Evaluation corrected to medium voltage level.

- Limit value representation of the voltage harmonics for switching absolute, percentage 
corrected.

- Print templates in the EN report corrected. 
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Features & Bugfixes WinPQ Mobil v6.1.2.1 
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Version 6.1.1.3 (64bit) ς 27.05.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- HF Vers.     0.025

Wichtiger Hinweis: 
After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Bugfix:

- Limitation of EN report to two pages, fixed from V6.1.0.1.
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Features & Bugfixes WinPQ Mobil v6.1.1.3 



17.12.2025 Release Notes  WinPQ Mobil 101

Version 6.1.0.1 (64bit) ς 23.05.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.419
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- HF Vers.     0.025

Important  notice : 
After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons .



WinPQ Mobil

Features:

- Complete standard evaluation according to VDE-AR-N 4100:2019-04, VDE-AR-N 4110:2018-
11, D-A-CH-CZ NS-MS:2021/2022.

- Standard evaluation related to harmonic currents according to IEC61000-3-2 class A, C, D and 
individual templates.

- PQDIF export for long-term data implemented.

- Manual trigger via software on PQ-Box 50, 150, 200, 300.

- !ŘŘƛǘƛƻƴŀƭ ǎƻǊǘƛƴƎ ƻŦ ǘƘŜ ŘƛǎǘǳǊōŀƴŎŜ ǊŜŎƻǊŘǎ Ǿƛŀ ҟ¦ ϧ ҟL ƳŜǘƘƻŘǎ όƻǎŎƛƭƭƻǎŎƻǇƛŎ ǊŜŎƻǊŘǎΣ 
sorting according to intensity of commutations & transients) and Umin, Umax, Imax methods 
(TRMS records, sorting according to lowest dip, highest swell and highest Ipeaks).

- 2-9kHz extreme values in visualisationand bargraphadded for PQ-Box 150, 200, 300 (ḷMCU 
V4.224 / ḷDSPV4.074)
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Features & Bugfixes WinPQ Mobil v6.1.0.1 



WinPQ Mobil

Bugfixes:

- Correction Nequalexport for PQ-Box 100 measurements. If the evaluation period is selected 
differently from the start date, the last PST value is exported again. 
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Features & Bugfixes WinPQ Mobil v6.1.0.1 
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Version 6.0.3.1 (64bit) ς 08.04.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.418
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.074
- MCU Vers. 4.224
- HF Vers.     0.025

Important  notice : 

After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons.



WinPQ Mobil

Bugfixes:

- Improvement of communication via Wifi between PQ-Box and WinPQmobile. Hidden action 
buttons in online mode are prevented.

PQ-Boxen 

Bugfixes:

- Delay time of PQ-Box hotspot connections with Apple devices has been reduced (MCU Vers. 
4.224)

- Fix freezing behavior PQ-.ƻȄ оллΣ ǿƘŜƴ ǊŜŎƻǊŘƛƴƎ ƻƴƭȅ ϦōŀǎƛŎ Řŀǘŀέ
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Features & Bugfixes WinPQ Mobil v6.0.3.1 
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Version 6.0.2.1 (64bit) ς 14.02.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.067
- MCU Vers. 4.220

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.418
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.220

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.220
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.220
- HF Vers.     0.025

Important  notice : 

After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons.



WinPQ Mobil

Bugfixes:

- The measurement data folder and measurement identifier are no longer part of the freely 
usable comments.

PQ-Boxen 

Bugfixes:

- Improvement regarding licence recognition Wifi.   
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Features & Bugfixes WinPQ Mobil v6.0.2.1 
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Version 6.0.1.3 (64bit) ς 03.02.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.067
- MCU Vers. 4.219

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.418
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.219

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.219
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.219
- HF Vers.     0.025

Important  notice : 

After installing WinPQ mobile >V6.0.0.1, all PQ boxes must be updated for compatibility reasons.



WinPQ Mobil

Bugfixes:

- Fixing errors when calling up the WinPQmobile manual in German language.

 

Features:

- New IEC62749 standard templates added.   
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Features & Bugfixes WinPQ Mobil v6.0.1.1 
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Version 6.0.1.1 (64bit) ς 25.01.2022

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.067
- MCU Vers. 4.219

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.418
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.219

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.219
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.219
- HF Vers.     0.025

Important  notice : 

After installing WinPQ mobile V6.0.0.1, all PQ boxes must be updated for compatibility reasons.



WinPQ Mobil

Bugfixes:

- Unit problem in the printing of the current harmonics solved.

- Limit values standard evaluation loading dialogue reworked.

- Standard report bar analysis of supraharmonicscorrected.

PQ-Boxen 

Bugfixes:

- PQ-Box 50 USB connection problem without power supply solved.   
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Features & Bugfixes WinPQ Mobil v6.0.1.1 
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Version 6.0.0.1 (64bit) ς 22.12.2021

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.067
- MCU Vers. 4.216

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.418
- MCU Vers. 2.032

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.216

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.216
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.067
- MCU Vers. 4.216
- HF Vers.     0.025

Important  notice : 
After installing WinPQ mobile V6.0.0.1, all PQ boxes must be updated for compatibility reasons.



WinPQ Mobil

Features:

- Flexible standard evaluation of measurement data according to completed EN50160, 
IEC61000-2-x, G55 (UK) templates, or according to individual specifications.
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Features & Bugfixes WinPQ Mobil v6.0.0.1 



WinPQ Mobil

Features:

- View of Harmonics Live switchable and saving of too many tabs, by switching between bar 
and table view.
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Features & Bugfixes WinPQ Mobil v6.0.0.1 



WinPQ Mobil

Features:

- Interactive search function to find measurement data more quickly.

- Readout and sending time of the parameterization accelerated by the latest firmware of the 
PQ boxes. When opening the measuring device configuration, the box is therefore 
automatically read out instead of the default setting displayed as before.

- Log files of the measurement, the software or remote access for A.EberleSupport, can be 
directly accessed under the help dialogue.
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Features & Bugfixes WinPQ Mobil v6.0.0.1 



WinPQ Mobil

Bugfixes:

- Complete CSV output of the 200ms data class.

- Added dF/dt value in TRMS recorder with single-phase configuration.

- Improved identification of older PQ-100 measurement data implemented for smooth data 
transfer.

- Minor errors in EN details corrected.
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Features & Bugfixes WinPQ Mobil v6.0.0.1 



PQ-Boxen

Features:

- Faster readout and parameterization time of all PQ boxes.

- Frequency selection 50Hz / 60Hz possible via display menu.

- PQ-Box 150 / 200 / 300: PQ-Box 150 / 200 / 300: Error mode in case of defective SD card. 
Until now, the PQ-Box could not boot in the event of a defective SD card and stopped in the 
'initialize memory' step. If a defect is detected on the SD card, the PQ-Box starts and displays 
an error message.

- PQ-Box 50: Improvement in the battery management module implemented and output of 
the LED display (status & record flashes alternately) during a firmware update.
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Features & Bugfixes Firmware 



PQ-Boxen

Bugfixes:

- All interfaces USB, Wi-Fi and TCP/IP are deactivated during a firmware update until a restart 
to avoid unwanted side effects.

- Significance threshold implemented for 2-9kHz and 10s frequency data.

- Start-up behavior of PQ-Box 150 improved during supply interruptions on the power supply 
side. 
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Features & Bugfixes Firmware 
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Version 5.4.0.3 (32bit / 64bit) ς 14.10.2021

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.061
- MCU Vers. 4.135

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.417
- MCU Vers. 2.030

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.061
- MCU Vers. 4.135

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.061
- MCU Vers. 4.135
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.061
- MCU Vers. 4.135
- HF Vers.     0.025



WinPQ Mobil

Bugfixes:

- Firmware PQ-Box 300 with MCU HF Block included.
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Features & Bugfixes WinPQ Mobil v5.4.0.3 
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Version 5.4.0.1 (32bit / 64bit) ς 07.10.2021

Firmware PQ-Box 50:
- Boot Vers. 0.008
- DSP Vers.   4.061
- MCU Vers. 4.135

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.417
- MCU Vers. 2.030

Firmware PQ-Box 150: 
- Boot Vers. 0.210
- DSP Vers.   4.061
- MCU Vers. 4.135

Firmware PQ-Box 200:
- Boot Vers. 0.210
- DSP Vers.   4.061
- MCU Vers. 4.135
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.210
- DSP Vers.   4.061
- MCU Vers. 4.135
- HF Vers.     0.024



WinPQ Mobil

Features:

- Information about Impedances in the ripple control recorder included.

- Extension in CSV export for PQ events.

- Adjustment of the event matrix for Netcodeimplemented.

- Calculation of events via aggregation method (summary) in PQ report implemented.

Bugfixes:

- Visualisationerror Interval Energy fixed when a manual evaluation period was selected.

- NequalXML export time switching problem fixed.
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Features & Bugfixes WinPQ Mobil v5.4.0.1 



WinPQ Mobil

Bugfixes:

- More secure transmission of the trigger masks for PQ-Box 200 & 300 regarding transient 
recorder (crosstriggerfunction) implemented.

- Corrections in IEEE519 report (calculation of current harmonics). 
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Features & Bugfixes WinPQ Mobil v5.4.0.1 



PQ-Box 100:

- Sporadic freeze effect during a running measurement fixed.

PQ-Box 50 / 150 / 200 / 300

- Improvement of battery status information PQ-Box 50.

- Manual trigger possible with Light version of PQ-Box 50 via App V2.0.

- Communication between PQ-Box devices and APP improved.
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Bugfixes Firmware
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Version 5.1.3.1 (32bit / 64bit) ς 12.07.2021

Firmware PQ-Box 50:
- Boot Vers. 0.007
- DSP Vers.   4.061
- MCU Vers. 4.127

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.417
- MCU Vers. 2.026

Firmware PQ-Box 150: 
- Boot Vers. 0.208
- DSP Vers.   4.061
- MCU Vers. 4.127

Firmware PQ-Box 200:
- Boot Vers. 0.208
- DSP Vers.   4.061
- MCU Vers. 4.127
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.208
- DSP Vers.   4.061
- MCU Vers. 4.127
- HF Vers.     0.023
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Bugfixes WinPQ Mobil v5.1.3.1 

Bugfix WinPQ mobil:

- Improvement of the print templates (detail view level-time diagrams & axis labelling supraharmonics).

- COMTRADE scaling identifier for 3-wire measurements is now output as primary value, as in all other 
types of networks.

- Marker FFT "Current" unit corrected.

- CSV Export 3s Data class completely exportable again.

- Time calculation of the TRMS recorder at 60Hz netformsadapted.

- Parameterisationof crosstriggerfunction PQ-Box 200 corrected.

- Zoom function accelerated.

- Nequalinterval adjustment performed on PQ-Box 100 measurements.

BugfixFirmware PQ-Box 50:

- LED malfunction with bootloader V 0.007 corrected, if an update via the boot mode is necessary.
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Version 5.1.2.3 (32bit / 64bit) ς 02.06.2021

Firmware PQ-Box 50:
- Boot Vers. 0.006
- DSP Vers.   4.061
- MCU Vers. 4.127

Firmware PQ-Box 100: 
- Boot Vers. 1.202
- DSP Vers.   1.417
- MCU Vers. 2.026

Firmware PQ-Box 150: 
- Boot Vers. 0.208
- DSP Vers.   4.061
- MCU Vers. 4.127

Firmware PQ-Box 200:
- Boot Vers. 0.208
- DSP Vers.   4.061
- MCU Vers. 4.127
- FPGA Vers. 0.013

Firmware PQ-Box 300: 
- Boot Vers. 0.208
- DSP Vers.   4.061
- MCU Vers. 4.127
- HF Vers.     0.023



WinPQ Mobil:

- New design with optimizations for high-definition screens in light and dark theme. 

- Comprehensive IEEE 519 report incl. PDF export.

- Voltage harmonic reports 2-150 kHz according to IEC 61000-2-2 or individual thresholds.

- Date and time of the measurement data can be corrected via data converter.

- New language files in German and English.

- Parameter template for DC grids und IT grids.

Bugfixes:

- Improved cross trigger parameterization of PQ-Box 300.

- Full screen mode for online data and rearranged data fields.

- Improved PDF reports.
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Features & Bugfixes WinPQ Mobil v5.1.2.3
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New Light and Dark designs


